


Volume :

Ranges : 10µl - 10ltr

Ranges : 1mg - 50kg (from F1 Class)

Ranges : 0.001mg - 1000kg

Ranges :2.5rpm - 100000rpm

Ranges : 94 & 114dBA

Micro Pipette | Pipette
Graduated Pipette 
Beaker 
Burette 
Measuring Cylinder 
Conical Flask
Standard Flask 
Volumetric Flask 
All Measuring Glasses 

Weighing Balance :

Micro Balance (6 Digit)
Semi Micro Balance  (5 Digit)
Analytical Balance 
Single Pan Balance 
Platform Balance
Electronic Balance & etc...

Speed :

Tachometer
RPM Indicator / Cyclomixer
RPM Source / Motor Vortex Mixer
Centrifuge (upto 25000rpm)
Refrigirated Centrifuge

Sound :

Sound level meter
Sound level calibrator 
Sound Measuring Instruments 

Mass :

SS Weights 
Cast Iron Weights 
Brass Weights & etc...



Pressure / Vacuum :

Glass Thermometer 
RTD Sensor 
Thermocouple 
Temperature Gauge 
Temperature Transmitter 
Temperature Switch 
Temperature Scanner & Recorder
Temperature Data Logger 
Digital Thermometer 

Ranges : 15% - 95% & 5°C - 60°C

Ranges : Very Low Pressure : : ±1950 pascal,  Low Pressure : ±344mbar / Vacuum : 0 - (-0.95bar) / Pressure : 0 - 700bar 

Humidity / Temperature:

Thermo Hygrometer 
Temp / Humidity Indicator With Sensor 
Temp / Humidity Data Logger
Humidity Chamber 
Environmental Chamber 
Climatic Chamber 
Humidity / Temperature Transmitter 

Low Pressure 
Digital Pressure Gauge 
Analog Pressure Gauge
Pressure Transmitter
Vacuum Transmitter
Differential Pressure Transmitter 
Differential Pressure Gauge
Compound Gauge
Digital Manometer 
Magnehelic Gauge 
Mercury Manometer 
Vacuum Gauge
Vacuum / Pressure Switch & etc....

Thermal Laboratory  :

Ranges : -80°C - 1200°C

IR Temperature :

Ranges : +10°C - 1200°C

Temperature Bath
BOD Incubator 
Incubator 
Hot Air Oven 
Ultra Deep Freezer
Deep Freezer
Refrigerator 
Autoclave 
Muffle Furnace 

IR Thermometer
Pyrometer
Black Body Source
Gun Type Pyrometer
Non Contact Temperature and etc...



Electro Technical :

Analytical :

pH/TDS/Conductivity/Turbidity Meter
Digital Anemometer/ Roto Meter
Digital Vibration Meter
Spectrophotometer/ORP Meter
DO Meter / EMF Meter
Flow / Level Transmitter / Flow Meter
Online Conductivity / pH / TDS Meter
Laminar Air Flow/Bio Safety Cabinet 
Digital LUX Meter / Water Flow Meter
Push/Pull Guage / Velocity Transmitter
Measuring Scale / Tape / UTM

Dimension :

Digital Vernier Caliper (0 to 2000mm) 
Digital Micrometer (0 to 1000mm)
Digital Hieght / 2 D Height Guage (0 to 1000mm)
LVDT (0 to 30mm) / Depth Guages (0 to 300mm)
Dial Thickness / Plunger Dial Guage (0 to 50mm)
Surface Table (2000 x 1000mm)
Coating Thichkness Guage (0 to 1mm)
Snap / Plain Plug Guage (upto 200mm)
Feeler Guage (Upto 1mm)
Comparater Stand / Micrometer Setting Rod
Guage Block Accessories & All Dimensional Instruments

Timer :

Digital Timer 
Stop Watch 
Analog Timer 
Automatic Timer

Ranges : 1Sec - 24hrs

Atmospheric Pressure :

Digital Barometer
Aneroid Barometer
Analog Barometer

Ranges : 0 to 30 Kv AC/DC / 0 to 1000A AC/DC / 10µΩ to 1000 GΩ / 3Hz to 10kHz / Energy: 75W/Wh to 3.3kW/Wh

Digital Temperature Controller 
Decade Resistance Box
Universal Calibrator 
Temperature Calibrator
RTD / TC Calibrator 
mA / Loop Calibrator
Digital Multimeter
Digital Clamp Meter 
Megger / Earth Resistance Tester 
Multi Function Calibrator
Insulation Tester
Multi Product Calibrator
Ammeter / Volt Meter / Multifunction Meter / Power Meter / Energy Meter / High Voltage Tester / Micro Ohm Meter

Ranges : 300hpa to 1200hpa
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